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50 Subject to technical changes I Edition 02.2014

SPIN Chain operation and 24-volt electrical drive unit

Roman blind hardware | Specifications for vertical windows and doors

Technical data
Dimensions: Model Width Max. height Max. surface

04-2014 30 cm to 300 cm 350 cm 10.5 m²
04-2016 1 motor 74 cm to 300 cm 350 cm 10.5 m²
04-2016 2 motors 106 cm to 300 cm 350 cm 10.5 m²
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36 mm
min. 68 mm

ca. 35

Roman blind
left

Roman blind
right

Blind fabric 
weight:

Max. weight Gear Electric drive
up to 2.5 kg* 1 : 1 1 motor
up to 5    kg* 3 : 1 1 motor
up to 8    kg* 5 : 1 2 motors

*  When calculating the weight of the blind, please bear in mind the weighted rod (approx. 
200 g/m2) and strengthening rods.

Models with chain operation: Standard: up to a width of 199 cm gear 1:1; 
from 200 cm gear 3:1, other gears on request.
Models with electric drive: Select number of motors using the table above. Elec-
tric drive and spindle lock (each approx. 220 mm long) are installed between the 
spools (68 mm). Please state the position of the individual cords when ordering. 
Preset bundle height approx. 10 % of system height.
Models without cover strip on request.

Operation: Model 04-2014: Lift and lower using operating chain. Blind latches automatically. 
Operation side optionally left or right (can be retrospectively changed). Operating 
length at least 2/3 of the system height, other lengths on request.
For gear ratios 3:1 and 5:1 – standard endless chains (75, 100, 125, 150, 
175, 200 and 250 cm).

Model 04-2016: Raise and lower using electric drive.
For various electric control options and accessories see p. 46 to 47.

Optional equipment: –  2 Roman blinds in one profile, surcharge no. 04-1987 (order: 2 individual blind 
units and surcharge no.)

–  Side guide with cord Ø 1.4 mm, white, standard 50 mm from outside, 
at least 45 mm, other sizes on request. Cannot bet retrofitted.

–  Internal rectangular aluminium weighted rod 25 x 3 mm, white powder-coated 
(colour no. 171) or silver anodised (colour no. 100).

–  Metal chain (not suitable for damp locations)

Installation: Clip for wall and ceiling installation. 
Clamping bracket at a surcharge. For brackets and accessories see p. 40.

Model 04-2014 Integrated chain pull gearing in various versions; chain exit underneath.  
Model 04-2016 24-volt electrical drive, with adjustable end position switch-off. Cover made of extruded aluminium, front-sided hook tape 
and cover strip (plastic, white) across the entire width of the system, spools can be positioned freely.  
Delivery incl. cord, Ø 0.8 mm, white. Weighted rod made of steel tube Ø 12 mm, white coated. For dry rooms only.

Mounting profile 
with hook tape

Cover strip

Mounting clip

Chain pull gearing unit

Operating chain

Side cover

Spool

Cord

Electric drive

Spindle lock

Weighted rod

Optional equipment: 
Side guide

04-2014
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VILO

Roman blind hardware | Specifications for vertical windows and doors

Technical data
Dimensions: Model Width Max. height Max. surface

04-2030 30 cm to 300 cm 350 cm 10.5 m²
Width
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36 mm

Roman blind
left

Roman blind
right

Blind fabric 
weight:

Max. weight Gear
up to 2.5 kg* 1 : 1
up to 5    kg* 3 : 1
up to 8    kg* 5 : 1

*  When calculating the weight of the blind, please bear in mind the weighted rod (approx. 
200 g/m2) and strengthening rods.

Gearing to use based on blind unit width
Standard: up to a width of 199 cm gear 1:1; from 200 cm gear 3:1; other gears 
on request.

Operation: Model 04-2030: Lift and lower using operating chain. Blind latches automatically. 
Operation side optionally left or right (can be retrospectively changed). Operating length 
at least 2/3 of the system height, other lengths on request. For gear ratios 3:1 and 5:1
standard endless chains (75, 100, 125, 150, 175, 200 and 250 cm).

Optional equipment: –  2 Roman blinds in one profile, surcharge no. 04-1936
(order: 2 individual blind units and surcharge no.)

–  Internal rectangular aluminium weighted rod 25 x 3 mm, white powder-coated 
(colour no. 171) or silver anodised (colour no. 100)

–  Metal chain (not suitable for damp locations)

Installation: Clip for wall and ceiling installation. 
Clamping bracket at a surcharge. For brackets and accessories see p. 41.

Model 04-2030 Side chain operation, chain exit underneath. Extruded aluminium mounting profile, front-sided hook tape along the entire 
blind width. Delivery incl. cord, Ø 0.8 mm, white. Weighted rod made of steel tube Ø 12 mm, white coated. Automatic intake of lifting cords 
due to special catches.

Mounting profile
with hook tape

Mounting clip

Chain pull gearing unit

Operating chain

Side cover

Cord

Rod support

Catch

Top clip

Weighted rod

04-2030

Roman 
blind 
hardware 
specifica-
tions list
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AMBIENTE

Technical data
Dimensions: Model Width Max. height Max. surface

04-2064 25 cm to 300 cm 300 cm 9 m²
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Roman blind
left

Roman blind
right

Operation: Raise and lower using operating chain (transparent). Blind latches automatically. 
Operation side left or right. Operating length at least 2/3 of the system height, 
other lengths on request.

Optional equipment: –  Side guide with cord Ø 1.4 mm, white, standard 50 mm from outside,
at least 45 mm. Also suitable for skylights.

–  Internal rectangular aluminium weighted rod 25 x 3 mm, white powder-coated 
(colour no. 171) or silver anodised (colour no. 100).

- 2 AMBIENTE combined, one operating side

Installation: Clip for wall and ceiling installation. Clamping bracket at a surcharge. For brackets 
and accessories see p. 42.

Model 04-2064 chain operation and continuous loop chain, exiting downwards. Freely positionable spools. Extruded aluminium profile. 
Front end hook tape along the entire blind width. Weighted rod made of steel tube Ø 12 mm, white coated. Delivery incl. cord, Ø 0.8 mm, 
white.

Mounting clip

Chain pull gearing unit

Operating chain

Deflection

Spool

Cord

Weighted rod

Mounting profile
with hook tape

04-2064

Optional equipment: 
Side guide

Roman blind hardware | Specifications for vertical windows and doors
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AREO

Technical data
Dimensions: Model Width Max. height

04-2050 20 cm to 120 cm 220 cm
120.1 cm to 150 cm 150 cm

Note: Maximum blind weight 600 g/m² (fabric incl. optional strengthening rods)
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34 mm

Operation: Open and close via operating rails. Rails secured at any desired position.

Optional equipment: Side guide, made of steel wire, black sheathing, guides the Roman blind parallel to 
the window. For roof slopes exceeding 30° with strengthening rods and end caps  
04-1676 also suitable for skylights.

Installation: Ceiling installation with clamping plate, angle or glazing bead brackets for front 
installation, clamp brackets and adhesive set at surcharge. For brackets and  
accessories see p. 43.

For information on fabric manufacture see p. 63.

Model 04-2050 Tensioned Roman blind for individually adjustable blind fabric by moving the operating rails. Operating rails made of 
extruded aluminium profile. Tension cords in white. Ideal for glazing bead installation on tilt/turn windows.

Profile with hook tape 
and handle bar

Clamping plate

Tension cord

04-2050

Optional equipment: 
Side guide

Roman blind hardware I Window sashes and skylights
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AMBIENTE

Technical data
Dimensions: Maximum measure-

ments
Max. width Max. height Max. angle

Slope 180 cm 240 cm 40°
Vertical arch 180 cm 240 cm
Horizontal arch* 220 cm 250 cm

* min. bend radius 50 cm, max. bend radius 200 cm
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ca. 45 ca. 45

Operation: Raising and lowering of the operating chain (transparent). Blind latches automatically.  
Operation side left or right. Operating length at least 2/3 of the system height, 
other lengths on request.

Optional  
equipment:

–  Side guide with cord Ø 1.4 mm, white, standard 50 mm from outside, at least  
45 mm. Also suitable for skylights.

–  Internal rectangular aluminium weighted rod 25 x 3 mm, white powder-coated 
(colour no. 171) or silver anodised (colour no. 100).

Installation: Clip for wall and ceiling installation. Clamping bracket at a surcharge. For brackets 
and accessories see p. 42.

Model 04-1141, 04-1142, 04-1143, 04-1144 For special shapes with chain operation and continuous loop chain, exiting downwards. Freely 
positionable spools. Extruded aluminium profile, front-sided hook tape along the entire blind width. Delivery incl. cord, Ø 0.8 mm, white. 
Weighted rod made of steel tube Ø 12 mm, white coated. 

Mounting clip

Chain pull gearing unit

Operating chain

Deflection

Spool

Cord

Weighted rod

Mounting profile 
with hook tape

04-1141

04-1143 04-1144

04-1142
Optional equipment: 
Side guide

Roman blind hardware I Special shape specifications




